
High Performance Pneumatic Push 
Buttons for Access Control 

Applications. 

The HIGHPOWER 100/110/120/200 series 

of heavy duty controls is designed for 

rugged applications. The series features a 

stainless steel back plate and anodized 

aluminum front plate that  actuates a  

precision pneumatic time delay switch. 

Durability and Long Life are built in to this 

product since the travel of the front plate 

rather than the switch stop, limits the range 

of actuation.  

Pushplate Series 

 

 Single-Gang Electrical Box Mounting or Narrow Style Mounting for Alu-
minum Frames. 

 Ultra-rugged construction for long life. Made In U.S.A. 

 Tamper Resistant Mounting Screws. 

 Form Z and C Switch configurations. 

 5 Amps @ 125 VAC. 

 Quick free custom laser or milled engraving available.  Consult factory.  

 Pneumatic timer models are Listed UL508/CSA C22.2 No 14-10  
Met labs file # E113051 



Pushplate Ordering Information 

HXXX — F — EE — SS 

FINISH 

ENGRAVING 

SWITCH FORM 

PNZ20 - Highpower pneumatic timer SPDT form Z w/ wire leads. UL Listed 
PNZ21 - Highpower pneu. timer SPDT form Z w/ terminal. block. UL Listed 
ST - Form C micro switch with screw terminals. 

PE - PUSH TO EXIT 
PO - PUSH TO OPEN 
PU - PUSH TO UNLOCK 
ER - EMERGENCY RELEASE 
E  - EXIT 
N - No engraving (blank) 
CE - Custom engraving (quick laser and milling engraving available) 

B - Blue Anodized 
R - Red Anodized 
628 - Clear Anodized 
666  - Bright Brass, US3 (special order in H100, H120 only) 

STYLE 

100 - Rectangular, single gang box mountable 
110 - Rectangle actuator, narrow mullion mounted 
120 - Round actuator, single gang box mount 
130  - Round actuator, narrow mullion mounted 
200 - Rectangular, double gang box mountable 


